
Products
Roll-Banners
Poster Frames
A-Boards
Illuminated Posters
Topcards
Stickers
Counter Professional / 
Magnetic

Quality
Material
Weight
Max width in mm
Weather resistant
B1 Certificate

Products
Single-Sided Flags
Double-Sided Flags
Lightbox (fabric type)
Zipper-Walls (all types), 
Banner Stands
Flex Wall
Textile Frames
Pop-Up Walls
Impress No light
Impress Backlit
Counter Fabric
Brightbox 
Counter A-Tension
Table Throws
Micro Flag
Zipper-Banner Slim
Tents

Quality
Material

Weight
Max width in mm
Weather resistant
Printed direct
Printed transfer
Can be folded
B1 Certificate

Pet/PP film
285 g/m2

1350

Material
Poster Backlit

100% PES,
knitted

110 g/m2

2600

Material
Flag (direct)

100% PES,
knitted

120 g/m2

2600

Material
Silverback (direct)

100% PES,
woven

180 g/m2

2500

Material
Starlight

100% PES,
woven

195 g/m2

2600

Material
Samba

100% PES,
woven

190 g/m2

3000

Material
Lumina

100% PES,
knitted

170 g/m2

2500

Material
Poplin

100% PES,
knitted

230 g/m2

3200

Material
Soft Knit

100% Post-Consumer 
Recycled Polyester 

(rPET), knitted
110 g/m2

3200

Material
Wind Green

100% Post-Consumer 
Recycled Polyester 

(rPET), knitted
200 g/m2

3200

Material
Expandable

Green

100% PCT
Polyester

280 g/m2

2600

Material
Full Colour

Polyester
fabric (PES)

280 g/m2

1500

Material
Double Stretch

Semi Gloss Paper
135 g/m2

1350

Material
Premium Poster Paper

PVC Monometric foil
140 g/m2

1000

Material
Adhesive Foil

PVC banner
510 g/m2

1500

optional

Material
Symbio Banner

PET/PP Hybrid film
220g/m2

1250

Material
Standard Multi Layer

PET with silver block-out
415g/m2

1067

Material
Solid Flex

Polyester fabric (PES)
265 g/m2

1350

Material
Opaque Fabric

Latex Graphic

Dye Sublimation Graphic


